SHIPBOARD CABLES

f Nominal Number Cross
Designation Standard voltage sections Application
Kahle V] of cores [mm]

TELE-FONIKA Kable S.A.

XLPE INSULATED POWER SHIPBOARD CABLES

1+300 Power shipboard cables with XLPE

1+50 insulation and heat resistant, oil resisting

1+120 and flame-retardant PVC sheath; for fixed
10+650+25 | installations in all areas and open deck in

1225 ships.
1+300 Power shipboard cables with XLPE
1+50 insulation and heat resistant, oil resisting

. and flame-retardant. PVC sheath and with

YKOXSek B copper screen under the sheath; for fixed

104650425 | installations in all areas and open deck in
1+2.5 ships.

1+300 Power shipboard cables with XLPE

1+50 insulation and heat resistant, oil resisting

YKOXSuy 1+120 | and flame-retardant PVC sheath, steel wire

104650425 | armoured; for fixed installations in all areas
1225 and open deck in ships.

HALOGEN FREE LOW SMOKE POWER SHIPBOARD CABLES

1+300 | For fixed installations on ships and offshore
1+50 units in all locations below the upper
1+120 metallic deck. All cable materials are free
of halogens. These cables are especially
10465025 | suitable for the installation in passenger

1+2.5 ships.
1+300 o ; ;
. For fixed installations on ships and offshore
1+50 units in all locations and on open decks.
NKOXSekw 1+120 All cable materials are free of halogens.

104650425 | These cables are especially suitable for the
1225 installation in passenger ships.

Shipboard power cables with elastomer
insulation and sheath. Wiring of ships, oil
rigs and other fixed wiring applications
where a heat, oil and flame retardant
1+500 cable is required. Cables with an outer
1+150 sheath type SW2, heavy duty enhanced
oil resisting, flame retardant with reduced
1+2.5 | halogen gas emission (HCL < 5%). Cables
with outer sheath type SW4, ordinary duty
enhanced oil-resisting with low emission of
smoke and gases wen affected by fire (HCL

657(*)TQ SW2

657(*)TQ SW4

<05 %).
. Shipboard power cables with elastomer
658(TQ SW2 1+400 insulation and sheath with wire copper or
. 1+150 steel braid. Wiring of ships, oil rigs and
658(*)TQ Sw4 4+05 | other fixed wiring applications where a heat,

oil and flame retardant cable is required.

0.75+1.5 | Shipboard rubber cables halogen free flame
1.5+240 retardant
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TELE-FONIKA Kable S.A.

HALOGEN-FREE LOW SMOKE FIRE RESISTANT POWER SHIPBOARD CABLES

Power shipboard cables with special
crosslinked silicone compound insulation
and halogen-free outer sheath for fixed
installation above and below decks on
ships. Performance under fire conditions:
IEC 60331-21, IEC 60332-3-22 cat. A.

Power shipboard cables with special
crosslinked silicone compound insulation
FLAME-X 950 and halogen-free outer sheath for fixed
NKOGsekw installation above and below decks on
ships. Performance under fire conditions:
IEC 60331-21, IEC 60332-3-22 cat. A.

XLPE INSULATED TELECOMMUNICATION SHIPBOARD CABLES

For interconnection of sorts of
instrumentation and communication
equipment including telephone equipment

on ships.

YTKOXSekw

HALOGEN-FREE LOW SMOKE TELECOMMUNICATION SHIPBOARD CABLES

For interconnection of sorts of
instrumentation and communication
equipment including telephone equipment

on ships.

NTKOXSekw

HALOGEN-FREE LOW SMOKE FIRE RESISTANT TELECOMMUNICATION SHIPBOARD CABLES

For interconnection of sorts of
w FLAME-X 950 instrumentation and communication
NTKOGsekw equipment including telephone equipment

on ships.
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